DARMANI NORTH AMERICA
@B AERATION FANS QUIET COMPACT EFFICIENT

DARMANI INLINE and FULL Centrifugal AERATION FAN FEATURES/SPECIFICATIONS
HP 3 5 7.5 10

On farm aeration is crucial for 15

effective storage. Aeration Fans are PHASE Single Single Single Single Single
the key to any successful drying and CSA Approved Yes Yes Yes Yes Yes
. Heavy Duty Construction Std. Std. Std. Std. STd.
aeration system. Designed for long life Std. Std. Std. Std. Std.
POWDER COATED PAINTED STD. STD. STD. STD. STD.
Precision balanced Std. Std. Std. Std. Std.
Enclosed fan cooled motor Std. Std. Std. Std. Std.
SLOW START MOTOR STD. STD. STD. STD. STD.
Weather proof controls Std. Std. Std. Std. Std.
Adapters available Yes Yes Yes Yes Yes
FAN TEST REPORT INCLUDED | INCLUDED | INCLUDED | INCLUDED | INCLUDED
THERMALLY PROTECTED YES YES YES YES YES

2 YEAR WARRANTY STD.

NE CENT

STD. STD. STD. STD.

RIFUGAL FANS

AMP MAX (running amps)

TIME DELAY FUSE/BREAKER AMP 37 60 71 90 100
Diameter 18” 24" 24" 28" 28"
Shipping weight 134 1936 215 320 347

REGULAR PRICE
2018-FALL SALE PRICES
PREPAY PRICE

LL CENTRIFUGAL FANS

AMP MAX (running amps)
TIME DELAY FUSE/BREAKER AMP 36 51 75 92

Diameter opening 9x11 9x11 11x14 11x14
Shipping weight 162 207 290 347

REGULAR PRICE

2018-FALL SALE PRICES
PREPAY PRICE
*Special pricing only available for FALL/WINTER bookings




