HOPPER CONES
DARE v COMPARE

Discover the DARMANI DIFFERENCE

HOPPER CONE DARMANI
COMPARISON GALVAN IZED

PILOT VEHICLES REQUIRED NO NO YES
ENGINEERED DESIGN YES YES *Ask manufacturer
STRUCTURAL WARRANTY 5 YEARS 1 YEAR 1 YEAR
CONE SLOPE 40 DEGREE 40 DEGREE 35 DEGREE
CONE SHEETS GALVANIZED GALVANIZED MILD STEEL
24/27° CONE MAIN BEAM 1/2" X 10 1/2"X10 3/8"X8”
MANHOLE STANDARD OPTIONAL STANDARD
SIZE OF LEGS 5"X5" 5"X5" 4”X4"” or 5”x5”
SLIDE GATE STANDARD STANDARD STANDARD

SLIDE GATE CLEARANCE 28" 26" 24”

RACK AND PINION STANDARD STANDARD OPTIONAL
HANDLE TO OUTSIDE STANDARD OPTIONAL OPTIONAL
CONCRETE MOUNT AVAIL. AVAILABLE AVAILABLE
ENGINEERED STEEL SKIDS AVAILABLE N/A AVAILABLE
BIGGEST SKID AVAILABLE 5 ROWS N/A 4 ROWS
STEEL SKID SIZE OF TUBING 4"X6" TUBING N/A 4”X 4” TUBING
SKID RE-INFORCEMENT STANDARD N/A N/A
OPTIONS
HOPPER AERATION AVAILABLE AVAILABLE AVAILABLE
INVERTED U AVAILABLE NOT AVAILABLE AVAILABLE
28”CROSS AIR AVAILABLE NOT AVAILABLE NOT AVAILABLE
AERATION FANS AVAILABLE AVAILABLE AVAILABLE
TEMP/MOISTURE CABLES AVAILABLE AVAILABLE AVAILABLE
TIE DOWN ANCHORS AVAILABLE AVAILABLE AVAILABLE

*information taken from brochure or websites
*See manufacturers websites/Call for full details

5 ROW SKID



